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PARTS LIST—EAF-200 FAUCETS
Item
No. Code No. Part No. Description
1A. 0335016 EAF-18-A Faucet Sensor Assembly with i.q.-cliq
1B. 0335017 EAF-19-A Faucet Sensor Assembly without i.q.-cliq

2. 0335027 EAF-27 Cap
3A. 0335012 EAF-15 0.5 gpm (1.9 Lpm) VR Aerator Spray Head –

Pre 03/2011
3B. 0335008 EAF-10 2.2 gpm (8.3 Lpm) Aerator Spray Head
3C. 0335011 EAF-13 2.2 gpm (8.3 Lpm) Laminar Flow Spray Head
3D. 0335029 EAF-51 0.35 gpm (1.3 Lpm) Multi-Laminar Spray Head

4. 0335000 EAF-1 Faucet Mounting Kit
5. 0335007 EAF-9 Strainer (Filter)

6A. 0335019 EAF-1004 Mixer Handle Assembly and Cartridge
6B. 3335020 EAF-1005 Handle Repair Kit

7. 3335022 EAF-1007 Handle Cap
8. 3335023 EAF-1008 13” (330 mm) Flexible Supply Hose
9. — EAF-44 Power Splitter†

10. 0335024 EAF-24-A 11-13/16” (300 mm) Ext. Cable (Model EAF-200)
0335025 EAF-25-A 47-1/4” (1200 mm) Ext. Cable (Model EAF-200)
0335015 EAF-17-A 126” (3200 mm) Extension Cable (Model EAF-200)

11. 0335001 EAF-2 Solenoid
12. 3365468 ETF-312-A Trim Plate for 4” Centerset Sink
13. 3365024 ETF-510-A Trim Plate for 8” Centerset Sink
14. 0335009 EAF-11 (Model EAF-200) 90-264 VAC/6.75 VDC Plug-In

Adapter (US)
15. 0335028 EAF-28 Capacitor Box (Model EAF-200) – OBSOLETE
16. 3335035 EAF-35-A Faucet Extension Kit
16A. 3335046 EAF-40-A 2-1/4” Faucet Extension Kit. Raises faucet such that 

outlet height complies with California Office of 
Statewide Health Planning and Deveplopment

17. 0335037 EAF-37 6 VDC Box Mount Voltage Adapter
18. 0335038 EAF-38 90-264 VAC/6.75 VDC Plug-In Adapter (EURO)
19. 0335039 EAF-39 90-264 VAC/6.75 VDC Plug-In Adapter (UK)
†EAF-44 replaces the separate EAF-23-A Splitter Cable and EAF-28 Capacitor, which is sold separately.

i.q.-cliq SETTINGS
Function Press Button LED Signal

Continuous Run – 1 time for 2 seconds 5 short flashes
2 minute default setting 
(adjustable from 1 – 
20 minutes)

reset: 1 time or will reset automatically 
after 2 minutes

Temporary Off 2 times (double click) 5 short flashes followed
by periodic flashing

reset: 1 time or will reset automatically 
after 2 minutes

Auto Set Range 2 times (double click) and 5 short flashes followed
Adjustment then 1 time for 5 seconds by 4 short flashes
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Electrical Connection for up to Six (6) Faucets Using One (1) Adapter
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LINO EAF-200 

OBSOLETE

EAF-200 Series Faucet date code 1101 and
newer. Product revised to make spray head
vandal resistant without need for special spray.
EAF-15 only works on product date code 1052
and older.


