
Dimensions   Sereno Kitchen Faucet, S-2302-PD

 Finished deck
thickness

1/2" (13 mm) min
2" (51 mm) max

Center hole size
1-1/4" (32 mm) min
1-1/2" (38 mm) min

Deck plate
10" (254 mm)

Deck plate
2-3/8"
(60 mm)

8"
(203 mm)

Braided supply hoses length approx. 21" (533 mm) 
Note:  Dimensions subject to change without notice

4-3/4"
(121 mm) 3-1/8"

(79 mm)

2-1/4" dia
(56 mm)

Hole size (2x)
3/4" (19 mm) min

1" (25 mm) max
  8"

(203 mm)

15-7/8"
(403 mm)

8-1/2"
(215 mm)

2-1/2"
(64 mm)

3/8" female
compression

Replacement Parts
Part Number                 Item

Valve cartridge

(2.2 gpm)
(1.5 gpm)

KN-4

RK-009* Handle kit

RK-011

base o-ring

centerbody nut

RK-008

deck plate
gasket

RK-012*

RK-010 
RK-010-1.5

plug
screw

handle

Counter weight 

Mounting hardware kit 

8" Deck plate kit

Note:  For faucets with an optional decorative 

numbers marked with an asterisk (*) when ordering.

*

HOT
COLD

Ordering replacement parts:
Symmons customer service: (800) 796-6667,
(781) 848-2250  M-F 7:30 am - 7:00 pm EST 
Symmons distributors:  www.symmons.com 

spray wand
(2.2 gpm)

handspray 
hose assembly

base o-ring

cartridge
locking nut

base

8" deck plate
deck plate gasket

centerbody nut

handspray hose

handspray
supply hose

counter weight 

collar

1/8" wrench
(not included)

handspray 
hose assembly

Parts Assembly  Sereno Kitchen Faucet, S-2302-PD
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