
Thermowells
for Bimetal Thermometers & Temperature Sensors

                                   Threaded-Stepped Shank     
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Standard (9 – 24” )

with Lagging Extension
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Thermowell Style                       (P) External Thread             (A) Stem Length                (T) Lagging Extension                                                         MaterialB C D
Bimetal/Sensor              E    1/2 NPT**               F       21/2" Stem        G    1" Extension (4" Stem only)                         H    Brass†

        Stepped shank*             I    3/4 NPT                 J       4" Stem           K    2" Extension (6" Stem only)                         I    MonelL
   1 NPT**                M       6" Stem           N    3" Extension (9" and longer Stem only)        

L
   304SS

                                                                               O      9" Stem               Omit if None                                                
C

   316SS
                                                                              P       12" Stem                                                                                 
                                                                              Q       15" Stem                                                                                    
                                                                             R S    18" Stem                                                                                      

                                                                                R T    24" Stem
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                                   Standard                      with Lagging Extension
                                            

(A) Stem Length        U Length                              (T)                         U Length

21/2"                 1.75 [44]                    –                     –

4"                     2.50 [64]              0.60 [15]        1.90 [48]

6"                     4.50 [114]            2.00 [51]        2.50 [64]

9"                     7.50 [191]            3.00 [76]       4.50 [114]

12"                 10.50 [267]            3.00 [76]       7.50 [191]

15"                 13.50 [343]            3.00 [76]      10.50 [267]

18"                 16.50 [419]            3.00 [76]      13.50 [343]

24"                 22.50 [572]            3.00 [76]      19.50 [495]

Pressure Rating (psi)

                                              Operating Temperature

Material                                      70°F     200°F    400°F    600°F   800°F   1000°F

304 stainless steel               6550     6000     4860     4140     3510     3130

316 stainless steel               6540     6400     6000     5270     5180     4660

Monel                                   5530     4990     4660     4450     4450     - 

Brass/PBF Brass                     3170 psi @ 150˚F,    2930 psi @ 350˚F
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†  Add (PBF) to end of part number to specify Lead-Free brass


