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NOTES:
  1) MOUNT UNIT TO A FIRM LEVEL
      BASE, USING SUPPLIED
      VIBRATION PADS.
  2) ACCEPTABLE AMBIENT
      TEMPERATURE RANGE IS 50 DEG
      F. TO 100 DEG F.
  3) CONNECT CORRECT SUPPLY
      VOLTAGE TO STARTER LINE
      TERMINALS IN CONTROL PANEL.
      POWER SUPPLY VOLTAGE MUST
      MATCH VOLTAGE ON UNITS
      MODEL/SERIAL NUMBER LABEL
      ON THE INSIDE OF THE CONTROL
      PANEL DOOR.

4) ALLOW CLEARANCE ON ALL
    SIDES OF DRY AIR PAC FOR
    MAINTENANCE. MINUMUM
    CLEARANCE BETWEEN
    AFTERCOOLER AND WALL IS 12"
    FOR AIR FLOW.
 5) WEIGHT:

         DAP 1000 = 500 POUNDS SHIPPING

         DAP 2000 = 550 POUNDS SHIPPING

 AFTERCOOLER

                            = 450 POUNDS NET

                           = 500 POUNDS NET
 6) THE DAP TANK, MOTOR AND
     COMPRESSOR SYSTEM HAS BEEN
     TESTED AND COMPLIES WITH CAL

OSHA SAFETY ORDERS TITLE 8 , 
PARAGRAPH 462 (L) (2).


