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ACCESSORIES GRUNDFOS SERIES UP

UP Timer

Specifications
Type: 24 hr. 3 position on/timer/off 15 minute interval
Size: 3.77 X 2.85 X 1.25”
Supply Voltage: 120 VAC
Power Consumption: 1VA

Switch Rating: SPDT
Resistive: 21A
Tungsten: 1350W
Inductive: 1HP @ 120VAC; 2HP @ 240VAC

Wiring Connections: 1/4” quick-connects

Installation: Indoor, wired and mounted on UP Circulator
Terminal Box

Part Number: 505474

Features
• Compact and contemporary design
• Captive trippers are easy to set, can’t be lost
• Quartz drive provides 7 day carry-over
• Synchronous drive for greatest accuracy, lowest cost
• UL recognized, CSA listed

AquaStat

Specifications
Description: Thermostatic Switch
Type: Bi-metallic Disc, Snap acting
Enclosure: Environmentally Sealed

Mounting:
Clip on mount for 1/2” I.D. copper tube (5/8” O.D.)
Clip on mount for 3/4” I.D. copper tube (7/8” O.D.)

Contact Rating:
10 amp @ 120 VAC 60 Hz resistive
5 amp @ 240 VAC 60 Hz resistive

Temperature Rating:
Low Temp Model

105+5°F (40+2°C) Pump switches off
85+6°F (29+3°C) Pump switches on

High Temp Model
115+5°F (46+2°C) Pump switches off
105+5°F (40+2°C) Pump switches on

Leads:
2 leads, AWG 18, 14”
12”, black insulation, silicon or epoxy overmold
1/2” STRIP LENGTH

Application: Clip-on thermostatic control for the UP Circulators
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