
Cartridge Fuses, Type TRS

MARS NO. DESCRIPTION MARS PACK CASE QTY.
82103* 2/10a - 600V, TRS fuse 10 100
82106* 1/2a - 600V, TRS fuse 10 100
82109* 1a - 600V, TRS fuse 10 100
82110* 1.6a - 600V, TRS fuse 10 100
82111* 2a - 600V, TRS fuse 10 100
82112* 2.25a - 600V, TRS fuse 10 100
82124* 5a - 600V, TRS fuse 10 200
82125* 6a - 600V, TRS fuse 10 200
82132 10a - 600V, TRS fuse 10 200
82133 12a - 600V, TRS fuse 10 200
82134 15a - 600V, TRS fuse 10 200
82136 20a - 600V, TRS fuse 10 200
82137 25a - 600V, TRS fuse 10 200
82138 30a - 600V, TRS fuse 10 200
82139 35a - 600V, TRS fuse 10 100
82140 40a - 600V, TRS fuse 10 100
82147 45a - 600V, TRS fuse 10 100
82141 50a - 600V, TRS fuse 10 100
82142 60a - 600V, TRS fuse 10 100
82143 70a - 600V, TRS fuse 5 5
82144 80a - 600V, TRS fuse 5 5
82145 90a - 600V, TRS fuse 5 5
82146 100a - 600V, TRS fuse 5 5
82154 110a - 600V, TRS fuse 1 1
82148 125a - 600V, TRS fuse 1 1
82149 150a - 600V, TRS fuse 1 1
82150 175a - 600V, TRS fuse 1 1
82151 200a - 600V, TRS fuse 1 1
82152 250a - 600V, TRS fuse 1 1
82153 300a - 600V, TRS fuse 1 1

Time delay (class RK5, 600 volt)

Accessories
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Main Lug Load Center - Outdoor

MARS 
NO.

AMP 
RATING

MAX 1 POLE
NO. OF
SPACES

NO OF 
CIRCUITS 

QP MAX. 
2-POLES

MARS 
PACK

83265 125 8 16 4 1

DIMENSIONS
H W D

14-3/4 12-1/8 4-1/4

Outdoor Enclosures - Type 3R

• Single phase, 3 wire SN
• 120/240V
• Uses HA type hub 

83277

MARS NO. DESCRIPTION MARS PACK

83277 60a-2 pole 4 circuit, outdoor enclosure 1
83278 125a-4 pole 8 circuit, outdoor enclosure 1

EQ Load Center

Main Lug and Main Breaker with Copper Bus

Features:
•   Interiors offer removal in
seconds

•   Single Phase
•   One piece bus bar
construction designed for 
use only with circuit breakers

•   Positive load side circuit
breaker hook rails

•   Outdoor NEMA Type 3R
devices use 
HS Type hubs

•   UL listed

Specifications:
•   1000,000 IR
•   4-16 Circuits, 
100-225 Amperes

•   1 Phase, 3-Wire, SN 
•   120/240V AC
The EQ Load Center is suitable
for use as service entrance
equipment when a main breaker (125A maximum) is back-fed in a
branch and used with main breaker retainer clip. Copper Bus load
centers are recommended for those applications where the environment
may be severe. (i.e. farm and coastal areas)
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W0816ML1125CU
16-Poles Max.

83265

Cartridge Fuses, Type TRS Clamshell
Packaging For Merchandisers
Time delay (class RK5, 600 volt)

SmartSpot blown-fuse indicator
With SmartSpot you'll find the open fuse FAST. When a fuse
opens, the SmartSpot indicator on the label of the fuse 
senses it and turns from SILVER to eye-catching RED.

And it stays RED so you can spot the open fuse quickly
and safely.

Just open a panel and scan. Wherever you see any red in
a SmartSpot indicator, you know the fuse is open.

This is a big advantage to contractors/service personnel
because it helps them to identify very quickly what fuse
needs to be changed thereby avoiding costly downtime.

You'll find SmartSpot on all of the most widely used industry
standard fuses such as Class RK5, RK1, and Class J.

* NOTE: SmartSpot indicating fuse not available below 8 amps. 60a and up are blade type.

MARS NO. DESCRIPTION MARS PACK CASE QTY.
82632                 10a - 600V,  (3 pk)   TRS fuse 1 1
82634                 15a - 600V,  (3 pk)   TRS fuse 1 1
82636                 20a - 600V,  (3 pk)   TRS fuse 1 1
82637                 25a - 600V,  (3 pk)   TRS fuse 1 1
82638                 30a - 600V,  (3 pk)   TRS fuse 1 1
82639                 35a - 600V,  (3 pk)   TRS fuse 1 1
82640                 40a - 600V,  (3 pk)   TRS fuse 1 1
82647                 45a - 600V,  (3 pk)   TRS fuse 1 1
82641                 50a - 600V,  (3 pk)   TRS fuse 1 1
82642                 60a - 600V,  (3 pk)   TRS fuse 1 1


