
WCS-112-PP 25 12"
WCS-118-PP 25 18"
WCS-124-PP 25 24"
WSS-112-PP 25 12"
WSS-118-PP 25 18"
WSS-124-PP 25 24"
WCS-312-PP 25 12"
WCS-318-PP 25 18"
WCS-324-PP 25 24"
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• Tube resists work hardening allowing for   
• more flexibility and easier installation.

• Non-toxic and sanitary

Phone (800) 854-3215   Fax (800) 243-1777
E-mail sales@lspproducts.com   Website www.lspproducts.com

• Working pressure 125 psi.
• Temperature rating 40° F to 180° F.

3689 Arrowhead Drive, Carson City, NV 89706

Furnish and install Corrugated Stainless      
Steel Water Heater Connectors as               
manufactured by LSP Products                    
Group/Aqua-Flo.

• No dielectric union required.

• Truly kink free.

• Chrome plated brass nut.
DESIGN FEATURES

• Defect-free tubing (100% leak tested).
• High corrosion-resistant stainless steel.

• High quality EPDM gasket.

Description Master 
Carton

CORRUGATED STAINLESS STEEL

Length

WATER HEATER CONNECTORS
Specification Sheet

1" F.I.P. X 1" F.I.P.

• Flexible but durable even with multiple      
• bends.

3/4" F.I.P. X 3/4" F.I.P.

3/4" F.I.P. x 3/4" F.I.P.     
Includes 3/4" Sweat 

Adapter

SPECIFICATION

COMPLIANCES/LISTINGS
• IAPMO Listed

Part Number
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