
FLOOR DRAINS
WITH 8 1/2" (215) ROUND TOPS AND SEDIMENT BUCKETS
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6 1/2 (165) DIA

8 (205) DIA
8 1/2 (215) DIA

*3 3/4
(95)

A

6 1/2 (165) DIA

8 (205) DIA

8 1/2 (215) DIA

6 1/2
(165)A

4 3/4 (120)

5 1/2 (140)

Auxiliary Drainage
Openings

2 1/2" (64) Deep Slotted
Sediment Bucket

"SAFE-SET" BUCKET

FUNCTION:  For general medium duty use where waste water contains solids or debris that must be prevented from
entering drainage lines.  "Safe-Set" design insures bucket replacement after cleaning, since top grate cannot be inserted
unless bucket is in place.

Free Area
9.25 SQ IN
(60) SQ CM

REGULARLY FURNISHED:
Duco Cast Iron Body with Cast Iron Grate
and Sediment Bucket.

VARIATIONS:
Dome Grate -D
Hinged Grate -H
L   Speedi-Set Service Weight
   (Fig. 2210 only)
LXH   Speedi-Set Extra Heavy
   (Fig. 2210 only)
NO-HUB Adaptor (Specify
   Fig. 2646Y) (Fig. 2215 only)
Square Top -S
Trap Primer Connection -P050
   1/2" (13) & -P075 3/4" (19)
Vandal Proof Grate -U
Wide Flange Deck Drain (Specify
   Fig. DX2565)
T   Threaded Outlet

OPTIONAL MATERIALS:
Ductile Iron Bucket and Grate -MGB
Galvanized Cast Iron -G
Nickel Bronze Top -NB
Polished Bronze Top -PB

2210, 2215
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Add 1/4" (6) when bronze top is specified.

Fig. 2210C. . . . CAULK OUTLET
Fig. 2210Y. . . . NO-HUB OUTLET

Fig. 2215C. . . . CAULK OUTLET
Fig. 2215T. . . . THREADED OUTLET

*This Dimension to Internal Stop of
Speedi-Set Gasket.
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NOTE: Dimensions shown in
parentheses are in millimeters.
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