
 

 

 

 

 

 

 

 

 

 

 

 

  

Visit www.oatey.com for updates 

TECHNICAL SPECIFICATION: Oatey Shower Drains for Tile Shower Bases are designed for use with tile or marble showers where a shower 
pan liner is not required.  Drain body solvent welds over 2” or inside 3” Schedule 40 DWV pipe.  2” IPS threaded strainer barrel is adjustable to 
allow for easy height adjustment.   Round drain barrel accommodates 4-¼” Universal Snap-Tite Strainers available in a variety of designer 
finishes.     

 
131 SERIES TWO PART 

ADJUSTABLE SLAB DRAIN 
 

 

 

 PRODUCT 
NUMBER 

DESCRIPTION PACK CARTON 
WEIGHT 

ROUND/SQUARE A 
(in.) 

B 
(in.) 

C 
(in.) 

 

42235 PVC drain w/ round stainless steel Screw-Tite™ 
strainer 

20 22 lbs. ROUND - .63 3.16 

 

42236 ABS drain w/ round stainless steel Screw-Tite™ 
strainer 

20 22 lbs. ROUND - .63 3.16 

 42380 PVC drain w/ round brass cast grate w/ round ring 6 10 lbs. ROUND - .93 3.46 

 42381 ABS drain w/ round brass cast grate w/ round ring 6 10 lbs. ROUND - .93 3.46 

 42382 PVC drain w/ round brass cast grate w/ square ring 6 10 lbs. SQUARE 4.28 .93 3.46 

 42383 ABS drain w/ round brass cast grate w/ square ring 6 10 lbs. SQUARE 4.28 .93 3.46 

 42384 PVC round nickle cast grate w/ round ring 6 10 lbs. ROUND - .93 3.46 

 42385 ABS round nickle cast grate w/ round ring 6 10 lbs. ROUND - .93 3.46 

 42386 PVC round nickle cast grate w/ square ring 6 10 lbs. SQUARE 4.28 .93 3.46 

 42387 ABS round nickle cast grate w/ square ring 6 10 lbs. SQUARE 4.28 .93 3.46 

 

42388 PVC drain w/ square stainless steel Snap-Tite™ 
strainer 

20 40 lbs. SQUARE 4.17 .69 3.21 

 

42389 ABS drain w/ square stainless steel Snap-Tite™ 
strainer 

20 40 lbs. SQUARE 4.17 .69 3.21 
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PHYSICAL/CHEMICAL PROPERTIES 
Material/Color  ABS Plastic = Black  
   PVC Plastic = White 
 

LB-5 

COMMON APPLICATIONS 
Oatey Shower Drains for Tile Shower Bases are designed for use 
with tile or marble showers where a shower pan liner is not required.  
Drain body solvent welds over 2” or inside 3” Schedule 40 DWV pipe.  
2” IPS threaded strainer barrel is adjustable to allow for easy height 
adjustment.   Round drain barrel accommodates 4-¼” Universal 
Snap-Tite Strainers available in a variety of designer finishes.     
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