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A H E A D O F T H E F L O W ®

QT73X

1/2" 2.64 1.57 0.42 lbs.

3/4" 2.72 1.65 0.46 lbs.

1/2" 2.64 1.57 0.40 lbs.

3/4" 2.72 1.65 0.42 lbs.

NOM.
SIZE

APPROX.
NET WT.

DIMENSION

A B

QUARTER-TURN
Boiler Drain
FIP to Hose

QT74X
NOM.
SIZE

APPROX.
NET WT.

DIMENSION

A B
QUARTER-TURN
Boiler Drain
Cup or MIP
Threads to Hose

*3/4" furnished in male threads only

QT63X
NOM.
SIZE

APPROX.
NET WT.

DIMENSION

A B

QUARTER-TURN
Angle Sillcock
Threaded to Hose

QT763IX
NOM.
SIZE

APPROX.
NET WT.

DIMENSION

A BQUARTER-TURN
Angle Sillcock
1/2 Cup or 3/4 Ftg.
to Hose

QT763X

1/2" 1.38 1.54 .43 lbs.

3/4" 1.38 1.69 .48 lbs.

NOM.
SIZE

APPROX.
NET WT.

DIMENSIONS

A B
QUARTER-TURN
Angle Sillcock
Solder to Hose

1/2" 1.38 1.77 0.44 lbs.

3/4" 1.38 1.85 0.48 lbs. 1/2" or 3/4" 1.38 1.57 0.50 lbs.


