
HOW TO ORDER                           
� � � � � � � � � � � 	 
 � � � � � BX9 1 403 07

Model                            Stem (Material)                       Stem  (Length)            Specific Range

AX9  7" Adjustable        1   Aluminum (standard)          403      31/2"                   See Standard
BX9  9" Adjustable        2   Brass                                406      6"                       Ranges
CX9  12" Adjustable       3   304 SS                               408      8"                       
                                                                                    512      12"
                                                                                    006      6" Air-Duct
                                                                                    012      12" Air-Duct         � � � � � � � � � � � � � � � � � � � � � � � �

Recognized globally as the 
Trerice � BX

�
Industrial

Thermometer, this is an 
instrument of extreme 
accuracy and rugged 
dependability. Available 
in scale sizes of 7" (AX9), 
9" (BX9), & 12" (CX9), with
a durable cast aluminum case,
this universally adjustable, 
liquid-in-glass thermometer is
the most widely specified
instrument of its kind.

BX91403 shown
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•  Optional features available:  
   Please consult the Options
   & Accessories Section for details.� � � � � � � � � �
•  For applications where the 

process media may be corrosive 
or contained under pressure, 
the use of a thermowell is required 
to prevent damage to the 
thermometer and facilitate 
its removal from the process.

    (Refer to page 158)
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9 Air-Duct (Aluminum)*
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Range                                    Range                                      Range                                                                   Figure           Minor         Figure          Minor
Code     Range                        Code    Range                           Code       Range                                                      Intervals      Divisions    Intervals      Divisions

01        –40°   to   110°F          17         –40°    to   40°C          41        –40° to 110°F   &  –40°  to  40°C                  10°             2°                5°                1°
02            0°   to   100°F          24         –18°    to   38°C          42            0° to 100°F   &   –18°  to  38°C                  5°               1°                5°                0.5°
03          30°   to  130°F          25             0°    to   55°C          43          30° to 130°F   &      0°  to  55°C                  5°               1°                5°                1°
04            0°   to  160°F          26         –18°    to   70°C          44            0° to 160°F   &   –18°  to  70°C                  10°             2°                5°                1°
06          30°   to   180°F          27             0°    to   83°C          46          30° to 180°F   &      0°  to  83°C                  10°             2°                5°                1°
07          30°   to   240°F          19             0°    to   115°C        47          30° to 240°F   &      0°  to  115°C                10°             2°                5°                1°
08          30°   to   300°F          20             0°    to   150°C        48          30° to 300°F   &      0°  to  150°C                10°             2°                10°              2°
09          50°   to   400°F          28           10°    to   205°C        49          50° to 400°F   &    10°  to  205°C                25°             5°                10°              2°
15          50°   to   500°F          31           10°    to   260°C        55          50° to 500°F   &    10°  to  260°C                25°             5°                10°              2°

Adjustable Angle
INDUSTRIAL THERMOMETERS
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.87 [22]

1.25 [32]
HEX 

2.27 [58]

90° STEM ADJUSTMENT

90° STEM ADJUSTMENT

1.72 [44]

AIR-DUCT STEM
MOUNTING DIMENSIONS

Ø.25 - 3 HOLES
EQUALLY
SPACEDØ2.50

[Ø64]

Ø1.50
[Ø38]

AIR-DUCT STEM

.88 [22]
.69 [18]

2.27 [58]

.63 [16]

A

A

AX =   9.69 [246]
BX = 11.69 [297]
CX = 14.69 [373]

(A) Stem Length      Dimension

31/2"                     3.50       [88.9]
6"                        6.00       [152.4]
8"                        8.00       [203.2]
12"                      12.00     [304.8]

Dual scale figure intervals may differ
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