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09-NOV-07

ADDED WARNING LABEL TO BE ADJACENT TO REVERSING LEADS.

 

K55HXSSC-5454 STANDARD 1/5 208-230 1.7 60 1075 CCW LEAD END REV 5454

.030

(4) 8-18 SCREWS SUPPLIED IN
MOTOR SHELL HOLES.

4 HOLES
.120-.124 DIA.
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WATER SLINGER

4 EXTRA NUTS
WITH CAPTIVE
STAR WASHERS

8-32-THR'D

TOTALLY ENCLOSED
ENDSHIELDS
(BOTH ENDS)

BLACK DRAIN PLUG IN ENDSHIELD FOR
DRAINING OF CONDENSATE. (1 EACH END)

#16 GRN/YEL GROUND LEAD TO BE 6.000±.250
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4 LEADS, #18, .062 THICK INSUL.
TO EXTEND BEYOND MOTOR:
BLK=41.000 +3 -0,WHT=41.000 +3 -0,
BRN=41.000 +3 -0, BRN/WHT STRIPE=41.000 +3 -0,

(4) .250 FLAG TYPE Q.C.
TERMS. WITH INSUL. GRIP

GROMMET

(4) LEADS ,#18 .031 THICK
INSUL. (2) YELLOW & (2) ORANGE
FOR REVERSING ROTATION
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BLACK
L1 TO BLK
L2 TO WHT

DANGER LABEL

3.500±.500

BETWEEN CENTERS OF TERMS. TERM TO
FIT #10

TOP

BLACK DRAIN
PLUG LABEL

TO
P

WARNING TO BE
ADJACENT TO
REVERSING LEADS.

GROUND LEAD WAS GREEN.
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