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Wire Connectors
MARS SERIES 259 & 842

2
The largest selection of motors, components and accessories for the HVAC/R Industry
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Wire Connectors
MARS SERIES 259 & 842

MARS
NO. DESCRIPTION MARS PACK

25860 Gray wire connector, 300V (25/bag) 1
25880 Gray wire connector, 300V (100/bag) 1
25861 Blue wire connector, 300V (25/bag) 1
25881 Blue wire connector, 300V (100/bag) 1
25862 Orange wire connector, 600V (25/bag) 1
25882 Orange wire connector, 600V (100/bag) 1
25863 Yellow wire connector, 600V (25/bag) 1
25883 Yellow wire connector, 600V (100/bag) 1
25864 Red wire connector, 600V (25/bag) 1
25884 Red wire connector, 600V (100/bag) 1
25868 Yellow wing connector, 600V (25/bag) 1
25888 Yellow wing connector, 600V (100/bag) 1
25869 Red wing connector, 600V (25/bag) 1
25889 Red wing connector, 600V (100/bag) 1
25870 Blue wing connector, 600V (10/bag) 1
25800 Blue wing connector, 600V (50/bag) 1

MARSWire Connectors

MARS wire connectors are available in five color coded models: gray, blue, orange, yellow
and red. Some features include a positive grip design and flame retardant thermoplastic shell.
The large throat provides easy wire entrance and the deep skirt prevents shorts and grounds.

MARS
NO. DESCRIPTION MARS

PACK

25875 MARS Yellow Wire connectors, 600V, 100/Jar 1
25876 MARS Orange Wire connectors, 600V, 100/Jar 1
25877 MARS Red Wire connectors, 600V, 50/Jar 1
25878 MARS Winged Blue Wire connectors, 600V, 25/Jar 1

MARSWire Connectors - Jar

MARS
NO.

MFG.
NO MODEL/SIZE COLOR BOX

QTY. CASE QTY.

25950 10-001 GB-1 Gray 100 Box 10
25941 10-002 GB-2 Blue 100 Box 10
25942 10-003 GB-3 Orange 100 Box 10
25943 10-004 GB-4 Yellow 100 Box 10
25944 10-006 GB-6 Red 100 Box 10

Wiregard Color-Coded Screw-OnWire Connectors

MARS now offers Gardner Bender wire connectors. The industryʼs standard screw-on
connector, with high quality, performance and durability.
• UL listed, CSA approved.
• Color-coded for easy size selection.
• Makes quick, secure connections for positive continuity. Tightens without ratcheting,

removeable for re-use. Fluted shell surface allows for easy finger-tight connections.
• Thermoplastic shell shields against environmental extremes.

Flame retardant up to 221 degrees F.
• Superior flash-over protection. High-dielectric shell features deep skirt design to prevent

exposure of bare wire.
• Versatile size selection covers building wire combinations from #22 to #10 AWG.
• Complies with Federal Specification W-5-610d.


