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C O U P L I N G

9 0 ˚  E L B O W

4 5 ˚  E L B O W

111/4˚, 221/2˚, 30˚ & 60˚

also available

T E E

Reducing Tees

also available

2 (50) 5.12 (130.1) 6.25 (158.8) 4.62 (117.3)

21/2 (65) 5.87 (149.1) 6.75 (171.5) 5.00 (127.0)

3 (75) 6.62 (168.1) 7.25 (184.2) 5.45 (138.4)

4 (100) 8.27 (210.1) 8.30 (210.8) 6.37 (161.8)

6 (150) 9.75 (247.7) 9.50 (241.3) 8.03 (204.0)

8 (200) 11.70 (297.2) 11.0 (279.4) 9.30 (235.2)

Nominal

Size A B C

Inches (mm) Inches (mm) Inches (mm) Inches (mm)

Fit t ings P h y s i c a l  S p e c i f i c a t i o n s
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11/2 (40) 6.25 (158.8) 9.00 (228.6) 5.75 (146.1)

2 (50) 6.56 (166.6) 9.12 (231.6) 6.06 (153.9)

21/2 (65) 7.00 (177.8) 9.00 (228.6) 6.20 (157.5)

3 (75) 7.50 (190.5) 9.00 (228.6) 6.30 (160.0)

4 (100) 8.50 (215.9) 9.00 (228.6) 6.70 (170.2)

5 (125) 9.00 (228.6) 9.00 (228.6) 8.25 (209.6)

6 (150) 9.50 (241.3) 9.00 (228.6) 7.50 (190.5)

Nominal

Size A B C

Inches (mm) Inches (mm) Inches (mm) Inches (mm)
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4 (100) 8.50 (215.9) 9.00 (228.6) 6.75 (171.5)

6 (150) 11.00 (279.8) 12.0 (304.8) 9.28 (235.7)

8 (200) 12.20 (309.9) 12.0 (304.8) 9.80 (248.9)

10 (250) 12.87 (321.9) 12.0 (304.8) 10.00 (254.0)

Nominal

Size A B C

Inches (mm) Inches (mm) Inches (mm) Inches (mm)
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2 (50) 6.00 (152.4) 8.5 (215.9) 5.49 (139.4)

3 (75) 7.00 (177.8) 8.5 (215.9) 5.74 (145.8)

4 (100) 8.00 (203.2) 8.5 (215.9) 6.25 (158.8)

Nominal

Size A B C

Inches (mm) Inches (mm) Inches (mm) Inches (mm)
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Note: 1. All stock fittings are rated equal to the highest pressure rating of the matching
pipe in a given size and series.

2. Concentric reducers, both single and multiple step, are available. Crossover
fittings are also available.



6.2

Fit t ings C E N  P i p e  F l a n g e  S p e c i f i c a t i o n s

D

H
TYPE 1

B

1/16
FT

2 CEN 150# 6 2 2.06 43/4 4 3/4 5/8 6
3 CEN 150# 71/2 21/2 2.56 6 4 3/4 5/8 63/4

4 CEN 150# 9 3 3.06 71/2 8 3/4 5/8 73/4

2 CEN 300# 61/2 2 2.06 5 8 3/4 5/8 53/4

3 CEN 300# 81/4 21/2 2.56 65/8 8 7/8 3/4 7
4 CEN 300# 10 3 3.06 77/8 8 7/8 3/4 81/4

2 CEN 600# SAME AS 300# — — — — — — —
3 CEN 600# SAME AS 300# — — — — — — —
4 CEN 600# 103/4 3 3.06 81/2 8 1 7/8
2 CEN 900# 81/2 2 2.06 61/2 8 1 7/8 61/2

3 CEN 900# 91/2 21/2 2.56 71/2 8 1 7/8 71/4

4 CEN 900# 111/2 3 3.06 91/4 8 11/4 11/8 83/4

2 CEN 1500# SAME AS 300# — — — — — — —
3 CEN 1500# 101/2 21/2 2.56 8 8 11/4 11/8 73/4

4 CEN 1500# 121/4 3 3.06 91/2 8 13/8 11/4 9

Nominal Flange Overall Bolt Required Hole (B) Bolt Bolt

Pipe ANSI Outside Dia. (D) Thickness (F) Thickness (T) Circ Dia. (H) Number Size Size Length

Size Rating* Inches Inches Inches Inches Bolts Inches Inches Inches1

*Dimensions, except thickness, per ANSI B16.5
1. Bolt length is minimum for fiberglass to fiberglass using threaded rod, 2 nuts and 2 SAE washers.



6.3

Fit t ings H i g h  P r e s s u r e  L i n e  P i p e  F l a n g e  S p e c i f i c a t i o n s

SP 11/2 150# 5.0 X 4.5 3.88 4 5/8 1/2 107/8

SP 2 150# 6.0 X 4.5 4.75 4 3/4 5/8 111/8

SP 21/2 150# 7.0 X 4.5 5.50 4 3/4 5/8 111/8

SP 3 150# 7.5 X 4.5 6.00 4 3/4 5/8 111/8

SP 4 150# 9.0 X 4.5 7.50 8 3/4 5/8 111/8

SPH 4 150# 9.0 X 4.5 7.50 8 3/4 5/8 121/8

SP 5 150# 10.0 X 4.5 8.50 8 7/8 3/4 111/4

SP 6 150# 11.0 X 4.5 9.50 8 7/8 3/4 111/4

SPH 6 150# 11.0 X 6.0 9.50 8 7/8 3/4 143/4

SPH 8 150# 13.5 X 6.0 11.75 8 7/8 3/4 143/4

SPH 10 150# 16.0 X 6.0 14.25 12 1 7/8 143/4

SP 11/2 300# 6.1 X 4.5 4.50 4 7/8 3/4 111/4

SP 2 300# 6.5 X 4.5 5.00 8 3/4 5/8 107/8

SP 21/2 300# 7.5 X 4.5 5.88 8 7/8 3/4 111/4

SP 3 300# 8.2 X 4.5 6.62 8 7/8 3/4 111/4

SP 4 300# 10.0 X 4.5 7.88 8 7/8 3/4 111/4

SPH 4 300# 10.0 X 4.5 7.88 8 7/8 3/4 121/4

SP 5 300# 11.0 X 4.5 9.25 8 7/8 3/4 111/4

SP 6 300# 12.5 X 4.5 10.62 12 7/8 3/4 111/4

SPH 6 300# 12.5 X 6.0 10.62 12 7/8 3/4 143/4

SPH 8 300# 16.5 X 6.0 13.00 12 1 7/8 151/4

SPH 10 300# 17.5 X 6.0 15.25 16 11/8 1 151/4

SP 11/2 600# SAME AS 300# — — — — — — —
SP 2 600# SAME AS 300# — — — — — — —
SP 21/2 600# SAME AS 300# — — — — — — —
SP 3 600# SAME AS 300# — — — — — — —
SP 4 600# 10.75 X 4.5 8.5 8 1 7/8 111/2

SPH 4 600# 10.75 X 4.5 8.5 8 1 7/8 121/2

SP 5 600# 13.00 X 4.5 10.50 8 11/8 1 113/4

SP 6 600# 14.00 X 4.5 11.50 12 11/8 1 113/4

SPH 6 600# 14.00 X 6.0 11.50 12 11/8 1 16
SPH 8 600# 16.50 X 6.0 13.75 12 11/4 11/8 161/4

SPH 10 600# 20.00 X 6.0 17.00 16 13/8 11/4 161/4

Nominal Flange Overall Bolt Required Hole (B) Bolt Bolt

Pipe ANSI Outside Dia. (D) Thickness (F) Thickness (T) Circ Dia. (H) Number Size Size Length

Size Rating* Inches Inches Inches Inches Bolts Inches Inches Inches1

*Dimensions, except thickness, per ANSI B16.5
Bolt length is minimum for fiberglass to fiberglass using threaded rod, 2 nuts and 2 SAE washers.



6.4

Fit t ings

SP 11/2 900# 7.00 X 4.5 4.88 4 11/8 1 115/8

SP 2 900# 8.50 X 4.5 6.50 8 1 7/8 111/2

SP 21/2 900# 9.62 X 4.5 7.50 8 11/8 1 115/8

SP 3 900# 9.50 X 4.5 7.50 8 1 7/8 111/2

SP 4 900# 11.50 X 4.5 9.25 8 11/4 11/8 117/8

SPH 4 900# 11.50 X 4.5 9.25 8 11/4 11/8 127/8

SP 5 900# 13.75 X 4.5 11.00 8 11/8 11/4 12
SP 6 900# 15.00 X 4.5 12.50 12 11/4 11/8 117/8

SPH 6 900# 15.00 X 6.0 12.50 12 11/4 11/8 161/4

SPH 8 900# 18.50 X 6.0 15.50 12 11/2 11/8 161/2

SPH 10 900# 21.50 X 6.0 18.50 16 11/2 13/8 161/2

SP 11/2 1500# SAME AS 900# — — — — — — —
SP 2 1500# SAME AS 900# — — — — — — —
SP 21/2 1500# SAME AS 900# — — — — — — —
SP 3 1500# 10.50 X 4.5 8.00 8 11/4 11/8 117/8

SP 4 1500# 12.25 X 4.5 9.50 8 13/8 11/4 12
SPH 4 1500# 12.25 X 4.5 9.50 8 13/8 11/4 13
SP 5 1500# 14.75 X 4.5 11.50 8 15/8 11/2 123/4

SP 6 1500# 15.50 X 4.5 12.50 12 11/2 13/8 121/4

SPH 6 1500# 15.50 X 6.0 12.50 12 11/2 13/8 161/2

SPH 8 1500# 19.00 X 6.0 15.50 12 13/4 15/8 163/4

SPH 10 1500# 23.00 X 6.0 19.00 12 21/8 2 17

Nominal Flange Overall Bolt Required Hole (B) Bolt Bolt

Pipe ANSI Outside Dia. (D) Thickness (F) Thickness (T) Circ Dia. (H) Number Size Size Length

Size Rating* Inches Inches Inches Inches Bolts Inches Inches Inches1

*Dimensions, except thickness, per ANSI B16.5
Bolt length is minimum for fiberglass to fiberglass using threaded rod, 2 nuts and 2 SAE washers.

R e p a i r  J o i n t



6.5

L

L

1/2 L

L

Fi t t ings

Centron line pipe joints are of constant length. Centron repair joints

can be installed easily without cutting or custom fitting and require

no adhesives.

291/2* SP, SPH, SP8

30* CEN

Length (L) (Feet*) Pipe Type

*8-inch and 10-inch are 29.2 feet in length. Other lengths are available.

Size Pipe Type L (Feet) 2A (Inches) T (Inches)

*See fittings for various ANSI Flange thicknesses.

R e p a i r  J o i n t  &  F l a n g e d  L a t e r a l  T e e  C o n n e c t i o n

For insertion into existing flow or injection lines

for new lateral hookups.

2 CEN 30 12 4.12

3 CEN 30 14 5.12

4 CEN 30 16 6.12

11/2 SP 29.5 13 9.12

2 SP 29.5 13.12 9.12

21/2 SP 29.5 14 9.12

3 SP 29.5 15 9.12

4 SP & SPH 29.5 17 9.12

6 SPH 29.5 22 12.12

8 SPH 29.2 24.5 12.12

10 SPH 29.2 25.25 12.12

O p t i o n a l

A

A

L

T
2A


