
The Trerice SX9
�
Solar Therm

�
now comes standard with a NEMA-4X
case, making it the perfect choice for 
outdoor applications and in areas
that require “spray-down.”  Our indus-
try first “Casule-Tite” sealing technology
imsures that the electronics stay dry no
matter what the application. The SX-9

is the ideal replacement for existing
mercury-in-glass thermometers in 
environmentally conscious applications.
It features a rugged cast aluminum
case, easy to read LCD display and 
an adjustable-angle stem that is fully
interchangeable with industrial 
liquid-in-glass thermometers. Also 
available is a bimetal type stem 
for applications where a digital 
thermometer is preferred over 
existing analog bimetals. The 
“Solar Therm” requires no 
external power and needs only 
10 lux of illumination to operate. 
The unique Min/Max feature 
provides instant recall of minimum 
and maximum temperatures over 
a given period and is easily reset.
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SX9 Solar Therm
Light-Powered Digital Thermometer • Weatherproof NEMA-4X Case + , - . / 0 1 2 / . 0 3 4 .
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•  Optional features available:  Please 
   consult the Options& Accessories Section 
   for details.Û Ü Ý Þ ß à á Ý â â
•  For applications where the process media

may be corrosive or contained under 
pressure, the use of a thermowell is required
to prevent damage to the thermometer and
facilitate its removal from the process.

    (Refer to page 158)
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HOW TO ORDER                           ã ä å æ ç è é ê ë è ê ì í å î è ê ï SX9 1 403 05

Model                   Stem (Style & Material)         Stem (Length)               Specific Range                                                                         

SX9                                                               403   31/2" (standard)    05   -40˚ to 300˚ F/C
7" Adjustable                                                      406   6" (standard)
                                                                          602   21/2" Bimetal                                                                           604   4" Bimetal            
                                                                          606   6" Bimetal            
                             9 Air-Duct (Aluminum)*         006   6" Air-Duct
                                                                          012   12" Air-Duct                                                                          
* Not for use with Thermowell94

5 Bimetal (304 SS

1 Industrial (Aluminum)



SX9 Solar Therm
INDUSTRIAL THERMOMETERS
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                     Stem        Insertion                                                                            Stem          InsertionModel

         Length      Length                                          
Material       Model          

Length       Length                                          
Model� � � � �              31/2"          21/2"                                                Brass            � � � � � �            4"              21/2"                                                Brass� � � � � �            31/2"          1.7" with 1" lagging extension                Brass            � � � � � � �          4"              2” with 1" lagging extension                 Brass� � � � �              6”              5"                                                    Brass            � � � � � �             6"              41/2"                                                Brass� � � � � �            6"              21/2" with 21/2" lagging extension          Brass            � � � � � � �          6"              21/2" with 2" lagging extension              Brass

1.06[27]

1.25 [32]
HEX 

Ø.43 [11]

2.56[65]

90° STEM ADJUSTMENT

90° STEM ADJUSTMENT

1.72 [44]

AIR-DUCT STEM
MOUNTING DIMENSIONS

Ø.25 - 3 HOLES
EQUALLY
SPACED

Ø2.50
[Ø64]

Ø1.50
[Ø38]

AIR-DUCT STEM

.88 [22]
.69 [18]

2.27 [58]

.63 [16]

A

A

(A) Stem Length              Dimension

31/2" Industrial              3.50       [88.9]
6" Industrial                 6.00       [152.4]
21/2" Bimetal                2.50       [63.0]
4" Bimetal                   4.00       [101.6]
6" Bimetal                   6.00       [152.4]
6" Air-Duct                  6.00       [152.4]
12" Air-Duct                12.00     [304.8]

1/2 NPT

0.25
[6.4]

A

BIMETAL STEM

9.97[253]
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