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Product Specifications

Material Soft PVC

Nominal Wall 1/8” constant

UV Protection Will not fade or discolor

Durability Industrial grade

Trimming Optional: Cut to size, Velcro will remain 
permanently bonded to cover

Fasteners Full length reusable Velcro & Optional reusable 
snap fasteners

Color Superior white gloss / Superior black gloss

Compatibility

Fits all 1-1/4” or 1-1/2” cast brass or tubular, 
schedule 40 P-trap assemblies, and 
3/8” - 5/8” angle stop assemblies including 
braided stainless steel supply lines

Surface Burning
Characteristics 
(ASTM E84)

Class A Material:
Index: Flame Spread 25 / Smoke-developed 450 
(Per IBC International Building Code section 719)

Bacterial/Fungus 
Resistance Anti-Bacterial & Anti-Fungal properties

Maintenance Wipe clean using common detergents

Model Number Description

PFSCPT1SWH

PFSCPT1SBK

One P-trap cover, one valve and supply cover 

PFSCPT2SWH

PFSCPT2SBK

One P-trap cover, two valve and supply covers

PFSCPT2SOFFWH

PFSCPT2SOFFBK

One P-trap cover, two valve and supply covers,
one 5” offset tailpiece wheelchair strainer cover

PFSCPTWH

PFSCPTBK

One p-trap cover

PFSC1SWH

PFSC1SBK

One valve and supply cover

Accessories

PFSCOFFWH One 5” offset tailpiece wheelchair strainer cover

Technical Data

(WH = White BK = Black) 
Also available in Black-Model numbers:

 02/16

* Velcro is a trademark of Velcro U.S.A.

This PROFLO product carries a 1-year limited warranty. This product 
complies with: ADA 4.19/ABA 606.5, ICC/ANSI A117.1, IBC section 719 
(ASTM E84), UPC/IAPMO PS94, ASME A112 18.9, ASTM C1822, Canada 
Barrier-Free Code. Made in USA.

• ADA, IBC, ICC/ANSI, IPC, UPC Compliant   
   and Canada-Barrier Free
• Installs Quick and Easy with Velcro* 
• Universal flexible design fits virtually all 
   P-Trap assemblies
• Valve & supply has a soft flexible design 
   that allow for over 360° flexibility
• Smooth high gloss finish with UV, 
   antimicrobial/antifungal properties 
• Optional non-abrasive snap fasteners offer 
   extra tamper resistance and are reusable 
• PVC insulation material is Class A Fire 
   Rated and meets ASTM E84 with a 25 
   Flame and 450 Smoke rating.
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