
Sub-Zero undercounter units simplify life
at home by bringing refrigeration
anywhere it’s needed—chilled mineral
water, soda and snacks outside near your
Wolf outdoor grill and warming drawer.
Model UC-24RO is approved for outdoor
use and comes in the stainless steel
finish. It features a clear utility bin, two-
liter bottle storage in the door and comes
standard with a lock. Model UC-24RO is
ENERGY STAR® qualified.

24" Outdoor Undercounter 
All Refrigerator

FEATURES

• Approved for outdoor use from 50°F 
to 110°F.

• Stainless steel door with pro handle to
match Wolf outdoor grills.

• Easy-access, touch control panel with
LCD display.

• Temperature range from 34°F to 45°F.

• Bright interior lighting.

• Adjustable, spill-proof glass shelves.

• Clear utility bin for storage of smaller
items.

• Door shelves with two-liter bottle storage
in bottom shelf.

• Door lock.

Clear utility bin. Door shelves. 

INTERIOR FEATURES

• Refrigerator

2 Adjustable Glass Shelves
Clear Utility Bin
2 Door Shelves
Door Lock (standard)

MODEL UC-24RO/PH

Finish Stainless Steel

Handle Pro

Model UC-24RO shown in an outdoor application. 
Also shown is model UC-15IO ice machine and

Wolf model OG42 outdoor gas grill.



INSTALLATION NOTES

Undercounter model UC-24RO is approved
for outdoor use. It is available in the stainless
steel design application only and comes
complete with a stainless steel door panel
with pro handle.

IMPORTANT NOTE: Model UC-24RO must be
built into cabinetry and cannot be used in a
free-standing application.

Complete installation specifications, including
panel sizes, can be found on our website,
subzero.com/specs.

SPECIFICATIONS

Overall Width 237/8"

Overall Height 34"

Overall Depth 24"

Door Clearance 253/8"

Refrigerator Capacity 5.7 cu ft

Opening Width 24"

Opening Height 341/2"

Opening Depth 24"

Electrical Requirements 115 V AC, 60 Hz
15 amp dedicated circuit

Shipping Weight 130 lbs

24" Outdoor Undercounter 
All Refrigerator
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Unit dimensions may vary by ±1/8".

INSTALLATION SPECIFICATIONS

Opening Dimensions

Location of Electrical Supply

OVERALL DIMENSIONS

Dimensions in parentheses are in 
millimeters unless otherwise specified.
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