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Engineering Specification

Zurn PEX tubing is produced using the silane method of cross-linking.

It is used in residential and commercial applications for cold water
service, hot and cold potable water, fire protection, underground fluid
distribution and water distribution to manifolds, hydronic coils, etc. It
may also be used in radiant heating systems where there are no fer-
rous metal parts or ferrous maetal parts are isolated from the tubing.

See the Zurn Pex Radiant Heating and Design Guide (ZPM02101) for
additional information.

•   PEX 5006 – Continuously circulating hot water

                                        plumbing loop at 140°F.

•   160 PSI @73°F

•   100 PSI @ 180°F

•   130 PSI @ 120°F (whote 1" and larger only)

•   80 PSI @ 200°F

Installation

Please refer to the Zurn Pex Plumbing Installation Guide
(ZPM07199), Zurn Pex Commercial Plumbing Installation Guide
(ZPM10234) or the Zurn Pex Residential Fire Protection Guide
(ZPM10233) for additional installation infomration.

•   Zurn PEX tubing should not unnecessarily be exposed to or
      stored in direct sunlight.

•   Zurn PEX tubing should not be sujected to direct flame.

Listings

•   NSF 61 including Annex G

•   NSF 14

•   Uniform Plumbing Code

•   ASTM F876/F877

•   AWWA C904 (3/4" and larger)

•   CSA B137.5

•   UL1821 (White1" and larger)

•   For the following fitting systems:

  ASTM F1807

  ASTM F1865

  ASTM 1960

  ASTM F2080

  ASTM F2098

  ASTM F2159

Warranty
ZurnPex, Inc. offers a limited 25-year system warranty. Please see
our Professional Installation Limited Warranty (ZPM10232) for com-
plete warranty information.
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ZURN PEX® PLUMBING AND RADIANT HEATING SYSTEMS HWY 11 EAST, COMMERCE, TX, U.S.A. 75429 PHONE: 800/872-7277 FAX: 800/209-2148 WEBSITE: www.zurnpex.com
IN CANADA: ZURN INDUSTRIES LIMITED 3544 NASHUA DRIVE, MISSISSAUGA, ONTARIO L4V 1L2 PHONE: 905/405-8272 FAX: 905/405-1292

Dimensional Data: Inches and [mm] are subject to manufacturing tolerances and change without notice.

N o m in a l 
S iz e  ( C T S )

Z u rn  
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M in im a l 
W a ll

W e ig h t  P e r  
1 0 0  f t

A v e ra g e  F lu id  
C a p a c it y

1 / 4 " Q 1 P W h i te 3 / 8 " 0 .2 2 5 " 0 .0 6 2 " 3 .0 6  l b s 0 .0 0 2  g a l / ft

3 / 8 " Q 2 P R e d , W h i te ,  B l u e 1 / 2 " 0 .3 5 0 " 0 .0 7 0 " 4 .0 9  l b s 0 .0 0 5  g a l / ft

1 / 2 " Q 3 P R e d , W h i te ,  B l u e 5 / 8 " 0 .4 7 5 " 0 .0 7 0 " 5 .4 0  l b s 0 .0 0 9  g a l / ft

3 / 4 " Q 4 P R e d , W h i te ,  B l u e 7 / 8 " 0 .6 7 1 " 0 .0 9 7 " 1 0 .2 0  l b s 0 .0 1 8  g a l / ft

1 " Q 5 P R e d , W h i te ,  B l u e 1 - 1 / 8 " 0 .8 6 2 " 0 .1 2 5 " 1 6 .6 2  l b s 0 .0 3 0  g a l / ft

1 - 1 / 4 " Q 6 P W h i te 1 - 3 / 8 " 1 .0 5 4 " 0 .1 5 3 " 2 5 .6 7  l b s 0 .0 4 5  g a l / ft

1 - 1 / 2 " Q 7 P W h i te 1 - 5 / 8 " 1 .2 4 9 " 0 .1 8 1 " 3 5 .0 0  l b s 0 .0 6 4  g a l / ft

2 " Q 8 P W h i te 2 - 1 / 8 " 1 .6 2 9 " 0 .2 3 6 " 6 0 .1 0  l b s 0 .1 0 8  g a l / ft


