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PRODUCT USE 
QUIKRETE® Commercial grade sands are silica sands which can be 
used alone or in combinations to provide a variety of gradations for 
any commercial application requiring high quality silica sands. 

SIZES  
• Available in 50 lb (22.7 Kg) and 100 lb (45.4 Kg) bags. 
 
TECHNICAL DATA 
QUIKRETE® Commercial grade sand is available in the following 
sizes: 
 

Grade   Predominant Size Range  

US sieve number (mm)  

Coarse No. 1963 #12 - #30 (1.7-0.6 mm)  

Medium No. 1962 #20 - #50 (0.8-0.3 mm) 

Fine No. 1961 #30 - #70 (0.6-0.2 mm) 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
PRECAUTIONS 
• NOT RECOMMENDED FOR ABRASIVE BLASTING 
 
WARRANTY 
The QUIKRETE® Companies warrant this product to be of 
merchantable quality when used or applied in accordance with the 
instructions herein. The product is not warranted as suitable for any 
purpose or use other than the general purpose for which it is 
intended.  Liability under this warranty is limited to the replacement of 
its product (as purchased) found to be defective, or at the shipping 
companies’ option, to refund the purchase price. In the event of a 
claim under this warranty, notice must be given to The QUIKRETE® 
Companies in writing. This limited warranty is issued and accepted in 
lieu of all other express warranties and expressly excludes liability for 
consequential damages.  
 
The QUIKRETE® Companies  
One Securities Centre  
3490 Piedmont Rd., NE, Suite 1300, Atlanta, GA 30305  
(404) 634-9100 • Fax: (404) 842-1425

 

PRODUCT DESCRIPTION 
QUIKRETE® Commercial grade sands are narrowly graded clean dry 
silica sands.  They are available in three grades, fine (No. 1961), 
medium (No. 1962) and coarse (No. 1963). 
 

* Refer to www.quikrete.com for the most current technical data, MSDS, and guide specifications 
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