
SILENT CHECK VALVES 1800*
GLOBE STYLE • SEMI-STEEL BODY
125 LB. CLASS • BRONZE TRIM**

PART MATERIAL
1 Body Cast Iron
2 Seat Bronze
3 Plug Bronze
4 Spring Stainless Steel
5 Bushing Bronze
6 Screw Stainless Steel

NO.
MATERIAL LIST

*NOTE: Valve sizes 3" through 10" will mate up to wafer
style butterfly valve without the use of spool pieces or other
adaptors. (See “B” dimension for allowable clearance).
**We reserve the right to substitute stainless steel trim,
international valve.
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.sbL BA
sehcnI 2/1 2 00.105.5 sehcnI 2/1 2 00.105.5

mm 5.36 4.527.931 mm 5.36 4.527.931
sehcnI 3 83.100.6 sehcnI 3 83.100.6

mm 2.67 9.434.251 mm 2.67 9.434.251
sehcnI 4 57.152.7 sehcnI 4 57.152.7

mm 6.101 5.442.481 mm 6.101 5.442.481
sehcnI 5 00.205.8 sehcnI 5 00.205.8

mm 0.721 8.059.512 mm 0.721 8.059.512
sehcnI 6 05.257.9 sehcnI 6 05.257.9

mm 4.251 5.367.742 mm 4.251 5.367.742
sehcnI 8 52.305.21 sehcnI 8 52.305.21

mm 2.302 6.285.713 mm 2.302 6.285.713
sehcnI 10 52.405.51 sehcnI 10 52.405.51

mm 0.452 0.8017.393 mm 0.452 0.8017.393
sehcnI 12 A/N52.41 sehcnI 12 A/N52.41

mm 8.403 A/N0.263 mm 8.403 A/N0.263
sehcnI 14 A/N57.51 sehcnI 14 A/N57.51

mm 6.553 A/N1.004 mm 6.553 A/N5.004
sehcnI 16 A/N36.71 sehcnI 16 A/N36.71

mm 4.604 A/N7.744 mm 4.604 A/N7.744
sehcnI 18 A/N57.81 sehcnI 18 A/N57.81

mm 2.754 A/N3.674 mm 2.754 A/N3.674
sehcnI 20 A/N36.02 sehcnI 20 A/N36.02

mm 0.805 A/N9.325 mm 0.805 A/N9.325
sehcnI 24 A/N00.42 sehcnI 24 A/N00.42

mm 6.906 A/N6.906 mm 6.906 A/N6.906
sehcnI 30 A/N52.92 sehcnI 30 A/N52.92

mm 0.267 A/N0.347 mm 0.267 A/N0.347
sehcnI 36 A/N00.54 sehcnI 36 A/N00.54

mm 4.419 A/N0.3411 mm 4.419 A/N0.3411
sehcnI 42 A/N00.05 sehcnI 42 A/N00.05

mm 8.6601 A/N0.0721 mm 8.6601 A/N0.0721
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t Printed on recycled paper with soy ink.     05/05

The information presented on this sheet is correct at the time of publication. Milwaukee Valve reserves the right to change
design, and/or material specifications without notice. For the Installation, Operation and Maintenance Manual (IOM) see 
the engineering section on our website. For the most current information access www.milwaukeevalve.com
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Rev. 6

Intended for liquid service only.

International Valve

SIZE 150°F 200°F
2   2 1/2"-10" 400 PSI 370 PSI

S SIZE 150°F 200°F
1   12" 400 PSI 370 PSI

1   14"-42" 300 PSI 280 PSI

erutarepmeT

Temperature

250# ANSI B16. 1 FLANGE RATING1     

     MAX. NON-STICK WORKING PSI

     MAX. NON-STICK WORKING PSI

1     250# ANSI B16. 1 FLANGE RATING

SIZE 150°F 200°F SIZE 150°F 200°F
2 1/2"-10" 200 PSI 190 PSI 2 1/2"-10" 400 PSI 370 PSI

SIZE 150°F 200°F SIZE 150°F 200°F
12" 200 PSI 190 PSI 12" 400 PSI 370 PSI

14"-42" 150 PSI 135 PSI 14"-42" 300 PSI 280 PSI

eerutarepmeT

Temperature

     125# ANSI B16. FLANGE RATING

 MAX. NON-STICK WORKING PSI  MAX. NON-STICK WORKING PSI

 MAX. NON-STICK WORKING PSI  MAX. NON-STICK WORKING PSI

125# ANSI B16.1 FLANGE RATING 250# ANSI B16. 1 FLANGE RATING

NOTE: Stainless Steel trim recommended for temperatures
180O - 200O F. Valve is designed for liquid service
only. Install 5 to 10 pipe diameters downstream
from pump discharge or elbows to avoid flow
turbulence. Valve is designed to be mated to
standard steel flanges.


