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Warranty and Codes
This PROFLO product carries a 1-year limited warranty. ASME A112.18.1-2005/CSA B125.1-05

Distributed exclusively by Wolseley’s North American Division, Ferguson, and Wolseley Canada.

Low Lead
Multi-Turn Stops

Product Features
•  Low lead brass body 

Model Numbers (*For use copper tube only)

PFXDC322C

PFXSV32C

• Operating pressure 125psi maximum
• Operating temperature 40°F-160°F•  Low lead brass/plastic stem 

LOW
LEAD

COMPLIANT

PFX3T322C

• Angle, straight, dual outlet 
   and loose key stops available

Dual Outlet

Dual Handle

PFXAC31C* LF CP 5/8 comp X 1/4 comp angle stop
PFXAC32C* LF CP 5/8 comp X 3/8 comp angle stop
PFXAC32CA* LF CP 5/8 comp X 3/8 comp angle stop plas stem
PFXAC32CLK* LF CP 5/8 comp X 3/8 comp angle stop loose key
PFXAC32CLON* LF CP 5/8 comp X 3/8 comp angle stop less outlet nut
PFXAC32R* LF RB 5/8 comp X 3/8 comp angle stop
PFXAP32C LF CP 1/2 PEX X 3/8 comp angle stop
PFXAP32CA LF CP 1/2 PEX X 3/8 comp angle stop plas stem
PFXAS31R* LF RB 1/2" Sweat X 1/4" comp angle stop
PFXAS31C* LF CP 1/2" Sweat X 1/4" comp angle stop
PFXAS32C* LF CP 1/2 SWT X 3/8 comp angle stop
PFXAS32R* LF RB 1/2 SWT X 3/8 comp angle stop
PFXAT22C LF CP 3/8 FIP X 3/8 comp angle stop
PFXAT32C LF CP 1/2 FIP X 3/8 comp angle stop
PFXAT32CA LF CP 1/2 FIP X 3/8 comp angle stop plas stem
PFXAV32C LF CP 1/2 CPVC X 3/8 comp angle stop
PFXAV32R LF RB 1/2 CPVC X 3/8 comp angle stop
PFXSV32C LF CP 1/2 CPVC X 3/8 comp straight stop
PFXSV32R LF RB 1/2 CPVC X  3/8 comp straight stop
PFXSC32C* LF CP 5/8 comp X 3/8 comp straight stop
PFXSC32CA* LF CP 5/8 comp X 3/8 comp straight stop plas stem
PFXSP32C LF CP 1/2 NOM PEX X 3/8 comp straight stop
PFXSS32C* LF CP 1/2 SWT X 3/8 comp straight stop
PFXST22C LF CP 3/8 FIP X 3/8 comp straight stop
PFXST32C LF CP 1/2 FIP X 3/8 comp straight stop
PFXST32CA LF CP 1/2 FIP X 3/8 comp straight stop plas stem

PFX3C321CA* LF CP 5/8 X 3/8 X 1/4 dual outlet stop plas stem
PFX3T322C LF CP 1/2 FIP X 3/8 x 3/8 dual outlet stop
PFX3T322R LF RB 1/2 FIP X 3/8 x 3/8 dual outlet stop
PFX3C322C* LF CP 5/8 comp X 3/8 X 3/8 comp angle stop
PFX3C322R* LF RB 5/8 comp X 3/8 dual outlet vavle

PFXDC321R* LF RB 5/8 comp X 3/8 X 1/4 dual hdl stop
PFXDC322C* LF CP 5/8 comp X 3/8 X 3/8 dual hdl stop
PFXDC322R* LF RB 5/8 comp X 3/8 X 3/8 dual hdl stop
PFXDT322R LF RB 1/2 FIP X 3/8 X 3/8 dual hdl stop

Individual Stops

 •  Certified to NSF 372 requirements 
•  cUPC approved

LOW-LEAD

NSF/ANSI372


