

	CATALOG 2000
	TERMS & CONDITIONS
	THE WM. POWELL CO.
	FIGURE NUMBER
	BRONZE VALVES
	BRONZE GATE
	375 & 377
	500, 507, 512, 514
	2700, 2707, 2714
	1821 , 1822
	1414
	1842 , 2842
	2375 , 2377

	BRONZE GLOBE
	102 , 1202
	110 , 180
	116 & 116TD
	 120 & 120TD
	 150, 151, 1823
	180
	650
	2872
	2600
	2608 , 2612

	BRONZE CHECK
	578, 587TD, 1825 1825TD
	560, 560TD, 563
	116TD


	IRON
	IRON GATE
	3460, 3462
	1787
	1793 , 1816
	1797
	1893

	IRON GLOBE
	IRON CHECK

	CAST STEEL
	MATERIALS
	TRIMS
	TRIM RECOMMENATIONS
	SEAT, WEDGES
	PACKING
	GATE
	1" 1 1/2" 1503
	2"-14" 1503
	16"  UP 1503
	1" 1 1/2" 3003
	2"-12" 3003
	14" UP 3003
	2"-30" 6003
	2"-24" 9003
	2"-24" 1303
	2"-8" 25003

	GLOBE
	2"-20" 1531
	2"-24" 3031
	2"-16" 6031
	3"-16" 9031
	2"-16" 1331

	NON-RETURN
	3"-12" 3084
	3"-12" 6084

	CHECK
	1561
	3061
	6061
	9061
	1361


	PRESSURE SEAL
	PS DESIGN
	PS SEAL DESIGN
	GATE
	2 1/2"-4" GATE
	6" UP GATE
	DIMENSIONS
	VENTURI

	GLOBE "Y"
	GLOBE 6"-20"
	GLOBE & ANGLE "T"
	2 1/2" - 12"
	NON-RETURNS "Y"
	2 1/2" - 20"
	NON-RETURN "T"
	2 1/2" - 12"



	CHECK
	2 1/2" - 14"
	LIFT 2/12"-20"
	SWING 2"-24"
	TILTING DISC


	BY-PASS
	BY-PASS SIZE

	MOTOR
	CORROSION RESISTANT
	ALLOY DESIGNATIONS
	GATE
	1832
	2490, 2494,2491,2495
	2456
	2466,2467
	1972,1973

	GLOBE
	1861
	2474,2475
	2475,2629
	2446,2447
	3"-16" 2447
	1982, 1983
	1976 NEEDLE GLOBE

	CHECK
	2341 , 2342
	2633
	2345 , 2346
	2349 , 2350
	LIFT CHECK
	2002 , 2003
	2004 , 2005
	2006 , 2007



	FLUSH BOTTOM TANK
	2172 , 2173
	2309 , 2310
	2920, 2922
	2921, 2923

	CRYOGENIC VALVES
	BRONZE & SS
	PLUS FACTORS
	CONTINUED

	CODING INFORMATION
	"X" DIMENSIONS
	INSTALLATION
	VENTING & STAMPING
	GATE BRONZE
	NON-EXTENDED
	EXTENDED
	701414X 2"-8"
	702842SBT

	GLOBE BRONZE
	7K0110,700110
	7K0102,7K1202
	7K0174, 7K2874, 7K2875

	CHECK BRONZE
	7K0560,7K0563,700560,700563
	7K2825,702825
	7K0116,700116,7K0126,700126
	7K2856,7002856

	GATE STAINLESS STEEL
	701832
	702490,702491,702456
	702466,702467
	702456 8"-12"
	702467 8"-12"
	701972, 701973

	GLOBE STAINLESS STEEL
	7K1861, 701861
	7K2475,702475,7K2474,702474
	7K2447, 702447,7K2446,702446
	7K2629 ,702629 6"-12"
	7K2447, 702447 6"-12"
	7K1982, 701982,7K1983,701983

	CHECK STAINLESS STEEL
	7K2341,7K2342,702341,702342
	7K2345,7K2346,702345,702346
	7K2633 702633 10"&12"

	TANK FILL ASSEMBLY
	7K2900X52


	ADAPTO GEAR
	MOTOR ACTUATED
	HYDRAULIC or PNEUMATIC
	ENGINEERING DATA INDEX
	VALVE STANDARDS
	PRESSURE/TEMPERATURE
	TABLE 1
	TABLE 2
	TABLE 3
	TABLE 4
	TABLE 5
	TABLE 6
	TABLE 7
	TABLE 8
	TABLE 9
	TABLE 10
	TABLE 11
	TABLE 12
	TABLE 13
	TABLE 14
	TABLE 15
	TABLE 15 CONT.
	TABLE 15 CONT,
	TABLE 15 CONT.

	WELD BEVEL NOT OVER 22mm
	WELD BEVEL OVER 22mm

	FLANGE DIMENSIONS
	B16.5 CLASS 150&300
	B16.5 CLASS 600&900
	B16.47 SERIES A CLASS 150
	B16.47 SERIES A CLASS 300
	B16.47 SERIES B CLASS 150
	B16.47 SERIES B CLASS 300

	LOCATION OF DRILL & TAP
	FLOW DESIGN RECOMMENDATIONS
	FLOW COEFFICIENT
	NOMINAL PIPE SIZE
	CONVERSION FACTORS
	MEASUREMENT EQUIVALENTS




