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BR ADENTON COLLEC TION WITH ECOCLE AN

T WO - PIECE HIGH EFFICIENCY TOILET

      Product Codes:  
MIRBD200WH - tank, 12” rough-in (white)  MIRBD240ECWH - elongated bowl (white)

MIRBD200BS - tank, 12" rough-in (biscuit)        MIRBD250ECWH - ADA bowl (white)

MIRBD200RWH - right hand tank, 12" rough-in (white)

¢¢ With EcoClean flushing system

¢¢ Improved bowl clean with efficient rim wash

¢¢ Vitreous china construction

¢¢ 1.28 gpf HET, High efficiency toilet

¢¢ EPA WaterSense certified

¢¢ Uses 20% less water than standard low-
consumption toilets

¢¢ 2" fully glazed trapway with high performance 3" 
flush valve

¢¢ Includes polished chrome trip lever

¢¢ 100% factory flush tested

¢¢ Installation, operating, care and maintenance 
instructions included

¢¢ Meets ASME standard: A112.19.2cUPC/IAMPO 
listed

¢¢ Recommended accessories

MB423CP - Flush lever, CP

MB423BN - Flush lever, BN

MB423ORB - Flush lever, ORB

MB423PN - Flush lever, PN 

MIRTSSC200WH - Elongated, slow-close seat (white)

MIRTSSC200BS - Elongated, slow-close seat (biscuit)

MIRTSEZ200WH - Elongated, easy-clean seat (white)

MIRTSEZ200BS - Elongated, easy-clean seat (biscuit)
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Note: All dimensions and specifications are nominal and may vary: Dimensions of 8’’ and greater have a tolerances of +3%.

Dimensions less than 8’’ have a tolerances of +5%.

BR ADENTON COLLEC TION WITH ECOCLE AN

T WO - PIECE HIGH EFFICIENCY TOILET

             Product Codes:  
MIRBD240ECWH - elongated bowl (white) MIRBD200WH - tank, 12" rough-in (white)

MIRBD240ECBS - elongated bowl (biscuit) MIRBD200BS - tank, 12" rough-in (biscuit)

MIRBD250ECWH - ADA bowl (white)     MIRBD200RWH - right hand tank, 12" rough-in (white)

MIRBD250ECBS - ADA bowl (biscuit)

Color Specifications:

o .01 White

o .02 Bone

o .03 Biscuit

Brady HET Hybrid Flushing System

Installation Notes;

Install this product according to the Installation Guide.

Recommended working pressure is between 25 and 80 PSI.

Dimensions of fixture are nominal and vary within the tolerances established by ANSI Standard A112.19.2.

Warranty;

This product comes complete with installation, operating care and maintenance instructions. All Tynan fixtures carry a 1-year

limited warranty. In an effort to continually improve our products Tynan will make design changes from time to time. Tynan

reserves the right to ship newly designed product to fill any orders unless we agree in writing to do otherwise.
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High Efficiency Two Piece Water Closet
Elongated / ADA
1.28 Gpf/4.8 Lpf HET Hybrid Flush System

Bowl

0653

0657

Standards & Codes
Meets or exceed the following standards and codes;

� ASME A112.19.2/CSA B45.1

� EPA WaterSense®

� Energy Policy Act of 1992

� ADA-With installation consideration for Section

604 Water Closets, Accessibility Guidelines

� ICC/ANSI A117.1

� Product will bear the cUPC® certification mark.

� Product will bear the EPA WaterSense® seal.

Features:
2” glazed trapway
Comfort chair height elongated bowl & ADA version
HET, High Efficiency Toilet, 1.28 Gpf, one flush every time
Standard seat installations, (sold separately)
Meets EPA WaterSense Program with FET3 technology
Open rim design for ease of cleaning with sanitary tank bar
Superior Flushing Characteristics
Efficient rim wash system
� Minimal rim holes create a high efficiency

flushing system with little loss of energy for
washing the bowl surface and directing the flow
of the flush.

� More velocity from less holes improve washing
characteristic of the toilet.

Color Specifications:

o .01 White

o .02 Bone

o .03 Biscuit

Brady HET Hybrid Flushing System

Installation Notes;

Install this product according to the Installation Guide.

Recommended working pressure is between 25 and 80 PSI.

Dimensions of fixture are nominal and vary within the tolerances established by ANSI Standard A112.19.2.

Warranty;

This product comes complete with installation, operating care and maintenance instructions. All Tynan fixtures carry a 1-year

limited warranty. In an effort to continually improve our products Tynan will make design changes from time to time. Tynan

reserves the right to ship newly designed product to fill any orders unless we agree in writing to do otherwise.
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Standards & Codes
Meets or exceed the following standards and codes;

� ASME A112.19.2/CSA B45.1

� EPA WaterSense®

� Energy Policy Act of 1992

� ADA-With installation consideration for Section

604 Water Closets, Accessibility Guidelines

� ICC/ANSI A117.1

� Product will bear the cUPC® certification mark.

� Product will bear the EPA WaterSense® seal.

Features:
2” glazed trapway
Comfort chair height elongated bowl & ADA version
HET, High Efficiency Toilet, 1.28 Gpf, one flush every time
Standard seat installations, (sold separately)
Meets EPA WaterSense Program with FET3 technology
Open rim design for ease of cleaning with sanitary tank bar
Superior Flushing Characteristics
Efficient rim wash system
� Minimal rim holes create a high efficiency

flushing system with little loss of energy for
washing the bowl surface and directing the flow
of the flush.

� More velocity from less holes improve washing
characteristic of the toilet.

MIRBD200/

MIRBD240EC

MIRBD200/

MIRBD250EC

A 30-7/16’’ 30-7/8"

B 17" 17"

C 18-1/2" 18-1/2"

D 8-3/8" 8-3/8"

E 16-1/2’’ 17"

F 30’’ 30’’

R 12" 12"

Bowl MIRBD240EC MIRBD250EC

AA 10" 10"

BB 19-1/2" 19-11/16"

CC 6" 6"

DD 9-1/4" 9-1/4"

EE 5-7/8’’ 5-7/8’’


