
CYCLEMASTER® Ball Valves
Standard With Access Port

Features:

Maximum abnormal pressure (MAP):  Up to 775 psig, 53 bar

Continuous operating temperature (COT): ‐40°F/300°F, 
‐40°C/149°C



Compatible with all CFC, HCFC and HFC refrigerants and oils

Full port construction to match line size ID

Internally equalized ball design

Rupture‐proof encapsulated stem

MCM Seal Technology

UL/cUL Listed, Conforms to Pressure Equipment Directive 
97/23/EC



Part Number Size G ** H ** Port
(in)

Wt Seal 
Cap Kitlb kgin mm

E

in mm

D

in mm

C Min

in mm

B

in mm

A

in mm

Cv Kv F

in mmin mm

MWP

psig bar

AQ17859 ‡ 1/4 0.87 M4 X 0.7 0.50 0.72 A 178420.33222.23 570.54 140.31 82.98 765.50 1401.0 1 1.16 296 775 53

AQ17860C ‡ 3/8 0.87 M4 X 0.7 0.50 0.52 A 178420.24222.23 570.54 140.31 82.98 765.50 1404.3 4 1.16 2910 775 53

AQ17861C ‡ 1/2 0.87 M4 X 0.7 0.50 0.53 A 178420.24222.23 570.54 140.38 103.41 876.35 1616.2 5 1.21 3113 775 53

AQ17862C ‡ 5/8 0.87 M4 X 0.7 0.50 0.54 A 178420.24222.23 570.54 140.50 133.41 876.35 16112.1 10 1.35 3417 775 53

AQ17863  ‡ 3/4 1.18 M4 X 0.7 0.75 0.96 A 178430.43302.66 680.72 180.62 163.89 997.45 18919.0 16 1.47 3719 775 53

AQ17864C ‡ 7/8 1.18 M4 X 0.7 0.75 0.96 A 178430.43302.66 680.72 180.75 193.89 997.45 18927.5 24 1.60 4122 775 53

AQ17865 ‡ 1 1/8 1.50 M4 X 0.7 1.00 1.66 A 178430.75383.15 801.00 250.91 234.21 1078.42 21454.0 47 1.74 4429 775 53

AC17866 1 3/8 1.89 M6 X 1.0 1.25 2.62 A 178441.19483.72 941.17 300.97 255.00 12710.00 25489.1 77 2.04 5235 775 53

AC17867 1 5/8 2.17 M6 X 1.0 1.50 4.78 A 178442.17554.12 1051.38 351.09 285.50 14011.00 279114.0 99 2.25 5741 775 53

AC17868 2 1/8 2.91 M6 X 1.0 2.00 8.09 A 178453.67745.14 1311.79 451.34 346.00 15212.00 305244.0 211 2.41 6154 700 48

AC17869 2 5/8 2.44 13.81 A 178456.265.92 1502.19 561.47 376.75 17113.50 343401.0 347 2.85 7267 700 48

AC17870  3 1/8 3.00 21.42 A 178469.727.03 1792.69 681.66 428.00 20316.00 406553.0 478 3.41 8779 700 48

AC17871  * 2 5/8 2.91 M6 X 1.0 2.00 8.71 A 178453.95745.14 1311.79 451.47 376.00 15212.00 305230.0 199 2.48 6367 700 48

AC17872  * 3 1/8 2.91 M6 X 1.0 2.00 9.23 A 178454.18745.14 1311.79 451.66 426.00 15212.00 305143.0 124 2.66 6879 700 48

* Reduced Port

** Where Applicable

*** Consult Factory

‡ Standard product offering includes drilled/ tapped feature

Prefix AQ Drilled/ tapped
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