
PACKAGING AND ORDERING INFORMATION
(ORDER USING PART NUMBER VARIATIONS)

PACKAGING: 5', 8' OR 10' LENGTHS/100' BUNDLES

WEIGHTS LISTED IN LBS/FT

*MOST POPULAR GAUGE PER CONNECTOR

N/A DESIGNATES GAUGES NOT YET AVAILABLE

l SS = STANDING S
l     HS = HEMMED S
l DS = DRIVE SLIP
l SDS = STANDING

    DRIVE SLIP

CONNECTOR TYPE

l  GA = GALVANIZED
l  GN = GALVANNEALED
l  AZ = ALUMINIZED
l  AL  = ALUMINUM
l       S4 = 304 STAINLESS
l  S6 = 316 STAINLESS
l  PVC = PVC COATED
l  BI = BLACK IRON

ALLOY TYPE

l  20 = 20 GA
l  22 = 22 GA
l  24 = 24 GA
l  26 = 26 GA

GAUGE

SS GA 221

l 1  = 1 INCH
l .5 = 1/2 INCH
l 1.625 = 15/8 INCH
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AG02 A/N 87.0 *97.0 A/N A/N A/N WOLLEY

AG22 A/N 85.0 *86.0 A/N A/N 64. NEERG

AG42 14.0 *55.0 A/N *23.0 *91.0 04. EGNARO

AG62 *53.0 44.0 A/N *52.0 *51.0 33. EULB

AG82 A/N A/N A/N 722.0 21.0 A/N DER

SLIPS AND DRIVES
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EXAMPLE:  SSGA22


