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TECHNICAL SPECIFICATION: Oatey Copper and Steel Pipe Hooks are used to support piping under wooden joists, rafters 
or trusses.  Copper and Steel Pipe Hooks are self nailing for use with copper, PVC, CPVC, Galvanized or PEX tubing.   

 
 

COPPER AND STEEL PIPE HOOKS 
 

 

 

PRODUCT NUMBER DESCRIPTION PACK CARTON WEIGHT 

33971 ½”x 6” Copper Pipe Hooks 50 per bag 500 35 lbs. 

33973 ¾” x 6” Copper Pipe Hooks 50 per bag 500 35 lbs. 

33975 1” x 6” Copper Pipe Hooks 50 per bag 500 35 lbs. 

33998 ½” x 6” Steel Pipe Hooks 50 per bag 500 35 lbs. 

33999 ¾” x 6” Steel Pipe Hooks 50 per bag 500 35 lbs. 

33997 1” x 6” Steel Pipe Hooks 50 per bag 500 35 lbs. 

33970 ½” x 6” Copper Pipe Hooks 12 per box 10 boxes 1 lb. 

33972 ¾” x 6” Copper Pipe Hooks 12 per box 10 boxes 1 lb. 

33974 1” x 6” Copper Pipe Hooks 12 per box 10 boxes 1 lb. 

33977 ½” x 6” Copper Pipe Hooks 6 per shrinkwrapped 12 wraps 5 lbs. 

33979 ¾” x 6” Copper Pipe Hooks 6 per shrinkwrapped 12 wraps 5 lbs. 

33969 1” x 6” Copper Pipe Hooks 6 per shrinkwrapped 12 wraps 5 lbs. 

33955 ½” x 6” Steel Pipe Hook – 6 per Bag 12 bags  

33964 ½” x 6” Steel Pipe hook – 12 per Bag 12 bags  
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PHYSICAL/CHEMICAL PROPERTIES 
Material    

Copper  Copper Plated Steel 10 Gauge 
Steel  Bright Steel 10 Gauge  

 
PRECAUTIONS 
Check with local codes to ensure proper spacing 
requirements for piping support. Read cautions and 
directions on packaging carefully before using this product.  
KEEP OUT OF REACH OF CHILDREN.   
 
COMMON APPLICATIONS 
Oatey Copper and Steel Pipe Hooks are used to support 
piping under wooden joists, rafters or trusses.  
 
Consult Oatey Technical Department for applications not 
specifically referenced above.   
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