
Features
• KOHLER finishes resist corrosion and tarnishing, exceeding

industry durability standards by over two times.
• Rite-Temp® pressure-balancing technology maintains water

temperature within +/-3 degrees Fahrenheit.
• High-temperature limit stop allows you to preset a comfortable

maximum temperature to eliminate scalding.
• Completes Fairfax design solution with KOHLER fixtures and

accessories.

Material
• Premium material construction for durability and reliability.

Required Accessories
K- 304-CS Pressure-balancing Valve With Stops CSA B651 OBCK- 304-CX Pressure-balancing Valve Less Stops
K- 304-K Pressure-balancing Valve Less Stops Codes/Standards
K- 304-KS Pressure-balancing Valve With Stops ASME A112.18.1/CSA B125.1
K- 304-PS Pressure-balancing Valve With Stops ASSE 1016
K- 304-PX Pressure-balancing Valve Less Steps ADA
K- 304-US Pressure-balancing Valve With Stops ICC/ANSI A117.1
K- 304-UX Pressure-balancing Valve Less Stops CSA B651

Optional Accessories
88526 Thin Wall Trim Kit

OBC

KOHLER® Electronic Faucets, Valves,
and Controls - Five-Year Limited
Warranty
See website for detailed warranty information.
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NotesTechnical Information
Install this product according to the installation
guide.

All product dimensions are nominal.

ADA, OBC, CSA B651 compliant when installed
to the specific requirements of these regulations.
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